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Cable Ladder & Fittings

Ladders Inside Risers

Lengths

Outside Risers

Couplers ( set of 2 pieces to suit all sizes)

Flat Bends 90°

Product Code Width (mm)
H.D M.D L.D
CA 0191 A   CA 0193 A   CA 0192 A For all widths

Product Code Width (mm)
H.D M.D L.D
CA 0281 A   CA 0283 A   CA 0282 A 100
CA 0290 A   CA 0292 A   CA 0291 A 150
CA 0293 A   CA 0295 A  CA 0294 A 200
CA 0296 A   CA 0298 A   CA 0297 A 250
CA 0299 A   CA 0301 A   CA 0300 A 300
CA 0302 A   CA 0304 A   CA 0303 A 400
CA 0305 A   CA 0307 A  CA 0306 A 500
CA 0308 A   CA 0310 A  CA 0309 A 600
CA 0311 A   CA 0313 A  CA 0312 A 700
CA 0314 A   CA 0316 A   CA 0315 A 800
CA 0317 A   CA 0319 A   CA 0318 A 900
CA 0278 A   CA 0280 A   CA 0279 A 1000
CA 0284 A   CA 0286 A   CA 0285 A 1100
CA 0287 A   CA 0289 A   CA 0288 A 1200

Standards and Technical Specifications
Manufactured in accordance with the following
international standards.

EN-10143, BSEN 1461:1999, BS-1449 Part 1, BS 729
Std Finish: Hot Dip Galvanized after manufacture – G

Other Finishes:  Pre Galvanized – PG
Stainless Steel – SS
(BSEN 10088 Grade 1-4401)

Standard Length 2.44 meters
Rung thickness 1.5mm – 2.0mm, 

for LD MD 1 - 1.5mm
Flange Height 125mm, for Heavy Duty

100mm for Medium Duty
50mm for Light Duty

Product Code Width (mm)
H.D M.D L.D
CA 0152 A   CA 0154 A   CA 0153 A 100
CA 0161 A   CA 0163 A   CA 0162 A 150
CA 0164 A CA 0166 A CA 0165 A 200
CA 0167 A   CA 0169 A   CA 0168 A 250
CA 0170 A   CA 0172 A   CA 0171 A 300
CA 0173 A   CA 0175 A   CA 0174 A 400
CA 0176 A   CA 0178 A   CA 0177 A 500
CA 0179 A   CA 0181 A   CA 0180 A 600
CA 0182 A   CA 0184 A   CA 0183 A 700
CA 0185 A   CA 0187 A   CA 0186 A 800
CA 0188 A   CA 0190 A   CA 0189 A 900
CA 0149 A   CA 0151 A   CA 0150 A 1000
CA 0155 A   CA 0157 A   CA 0156 A 1100
CA 0158 A   CA 0160 A   CA 0159 A 1200

Product Code Width (mm)
H.D M.D L.D
CA 0323 A CA 0325 A   CA 0324 A 100
CA 0332 A CA 0334 A   CA 0333 A 150
CA 0335 A   CA 0337 A   CA 0336 A 200
CA 0338 A   CA 0340 A   CA 0339 A 250
CA 0341 A   CA 0343 A   CA 0342 A 300
CA 0344 A   CA 0346 A   CA 0345 A 400
CA 0347 A   CA 0349 A   CA 0348 A 500
CA 0350 A   CA 0352 A   CA 0351 A 600
CA 0353 A  CA 0355 A   CA 0354 A 700
CA 0356 A   CA 0358 A   CA 0357 A 800
CA 0359 A   CA 0361 A   CA 0360 A 900
CA 0320 A  CA 0322 A   CA 0321 A 1000
CA 0326 A   CA 0328 A   CA 0327 A 1100
CA 0329 A   CA 0331 A   CA 0330 A 1200

Product Code Width (mm)
H.D M.D L.D
CA 0365 A CA 0367 A   CA 0366 A 100
CA 0377 A   CA 0379 A   CA 0378 A 150
CA 0380 A  CA 0382 A   CA 0381 A 200
CA 0383 A   CA 0385 A   CA 0384 A 250
CA 0386 A   CA 0388 A   CA 0387 A 300
CA 0389 A   CA 0391 A   CA 0390 A 400
CA 0392 A   CA 0394 A   CA 0393 A 500
CA 0395 A   CA 0397 A   CA 0396 A 600
CA 0398 A   CA 0340 A   CA 0399 A 700
CA 0401 A   CA 0403 A   CA 0402 A 800
CA 0404 A   CA 0406 A   CA 0405 A 900
CA 0362 A   CA 0364 A   CA 0363 A 1000
CA 0371 A   CA 0373 A   CA 0372 A 1100
CA 0374 A   CA 0376 A   CA 0375 A 1200
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Cable Ladder Fittings

Equal Tees

Reducers

Product Code Width (mm)
H.D M.D L.D
CA 0197 A   CA 0199 A   CA 0198 A 100
CA 0206 A   CA 0208 A   CA 0207 A 150
CA 0209 A   CA 0211 A   CA 0210 A 200
CA 0212 A   CA 0214 A   CA 0213 A 250
CA 0215 A   CA 0217 A   CA 0216 A 300
CA 0218 A   CA 0220 A   CA 0219 A 400
CA 0221 A   CA 0223 A   CA 0222 A 500
CA 0224 A   CA 0226 A   CA 0225 A 600
CA 0227 A  CA 0229 A   CA 0228 A 700
CA 0230 A  CA 0232 A   CA 0231 A 800
CA 0233 A  CA 0235 A   CA 0234 A 900
CA 0194 A  CA 0196 A   CA 0195 A 1000
CA 0200 A  CA 0202 A   CA 0201 A 1100
CA 0203 A   CA 0205 A   CA 0204 A 1200

Product Code Width (mm)
H.D M.D L.D
CA 0239 A   CA 0241 A   CA 0240 A 100
CA 0248 A   CA 0250 A   CA 0249 A 150
CA 0251 A   CA 0253 A   CA 0252 A 200
CA 0254 A   CA 0256 A   CA 0255 A 250
CA 0257 A   CA 0259 A   CA 0258 A 300
CA 0260 A   CA 0262 A   CA 0261 A 400
CA 0263 A   CA 0265 A   CA 0264 A 500
CA 0266 A   CA 0268 A   CA 0267 A 600
CA 0269 A   CA 0271 A   CA 0270 A 700
CA 0272 A   CA 0274 A   CA 0273 A 800
CA 0275 A   CA 0277 A   CA 0276 A 900
CA 0236 A   CA 0238 A   CA 0237 A 1000
CA 0242 A   CA 0244 A   CA 0243 A 1100
CA 0245 A   CA 0247 A   CA 0246 A 1200

Product Code Width (mm)
H.D M.D L.D
CA 0410 A  CA 0412 A   CA 0411 A 100
CA 0419 A   CA 0421 A   CA 0420 A 150
CA 0422 A   CA 0424 A   CA 0423 A 200
CA 0425 A   CA 0427 A   CA 0426 A 250
CA 0428 A   CA 0430 A   CA 0429 A 300
CA 0431 A   CA 0433 A   CA 0432 A 400
CA 0434 A   CA 0436 A   CA 0435 A 500
CA 0437 A  CA 0439 A   CA 0438 A 600
CA 0440 A   CA 0442 A   CA 0441 A 700
CA 0443 A   CA 0445 A   CA 0444 A 800
CA 0446 A   CA 0448 A   CA 0447 A 900
CA 0407 A   CA 0409 A   CA 0408 A 1000
CA 0413 A   CA 0415 A   CA 0414 A 1100
CA 0416 A  CA 0418 A  CA 0417 A 1200

Crossovers – 4 way
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Cable Ladder Trays &  Fittings

Heavy Duty

Cable Tray Fittings

Couplers

Lengths

Product Code Width
(mm)

H.D M.D L.D
CA 0562 A   CA 0564 A  CA 0563 A For all width

Standards and Technical Specifications
Manufactured in accordance with the following
international standards.

EN-10143, BSEN 1461:1999, BS-1449 Part 1, BS 729

Std Finish: Hot Dip Galvanized after manufacture – G

Other Finishes: Pre Galvanized – PG
Stainless Steel – SS

(BSEN 10088 Grade 1-4401)
POWDER COATED - PC

Standard Length 2.44 meters
Vertical Flange Height 50 mm for HD, 25 for MD, 

20 for LD
Width 100 mm – 1150 mm

Product Code Width Thick
(mm)  (mm)

H.D M.D L.D
CA 0499 A   CA 0501 A   CA 0500 A 100 1.2
CA 0510 A   CA 0512 A   CA 0511 A 150 1.2
CA 0515 A   CA 0517 A   CA 0516 A 200 1.2  
CA 1312 A   CA 1309 A   CA 0522 A   250 1.2
CA 1313 A   CA 1310 A   CA 0523 A 300 1.2
CA 1314 A   CA 1311 A   CA 0528 A 400 1.2
CA 0533 A   CA 0535 A   CA 0534 A 500 1.2
CA 0542 A   CA 0544 A   CA 0543 A 600 1.2
CA 0502 A   CA 0503 A   CA 1315 A 100 1.5
CA 0518 A   CA 0519 A   CA 1316 A 200 1.5
CA 0524 A   CA 0525 A   CA 1317 A 300 1.5
CA 0529 A   CA 0530 A   CA 1318 A 400 1.5
CA 0536 A   CA 0537 A   CA 1319 A 500 1.5
CA 0545 A   CA 0546 A   CA 1320 A 600 1.5
CA 0513 A   CA 0514 A   CA 1321 A 150 2.0
CA 0520 A   CA 0522 A   CA 1322 A 200 2.0
CA 0538 A   CA 0540 A   CA 1323 A 500 2.0
CA 0526 A   CA 0528 A   CA 1324 A 300 2.0
CA 0531 A   CA 0532 A   CA 1325 A 400 2.0
CA 0547 A   CA 0548 A   CA 1326 A 600 2.0
CA 0550 A   CA 0551 A   CA 1327 A 700 2.0
CA 0553 A   CA 0554 A   CA 1328 A 750 2.0
CA 0555 A   CA 0557 A   CA 1329 A 800 2.0
CA 0558 A   CA 0560 A   CA 0559 A 900 2.0
CA 0496 A   CA 0498 A   CA 0497 A 1000 2.0
CA 0504 A   CA 0506 A   CA 0505 A 1100 2.0
CA 0507 A   CA 0509 A   CA 0508 A 1150 2.0
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Cable Trays &  Fittings

Inside Risers Equal Tees

Outside Risers Crossovers

Bends 90° Reducers

Product Code Width (mm)
H.D M.D L.D
CA 0780 A   CA 0782 A   CA 0781 A 100
CA 0789 A   CA 0791 A   CA 0790 A 150
CA 0792 A   CA 0794 A   CA 0793 A 200
CA 0795 A   CA 0797 A   CA 0796 A 250
CA 0798 A   CA 0800 A   CA 0799 A 300
CA 0801 A   CA 0803 A   CA 0802 A 400
CA 0804 A   CA 0806 A   CA 0805 A 500
CA 0807 A   CA 0809 A   CA 0808 A 600
CA 0810 A   CA 0812 A   CA 0811 A 700
CA 0813 A   CA 0815 A   CA 0814 A 800
CA 0816 A   CA 0818 A   CA 0817 A 900
CA 0777 A   CA 0779 A   CA 0778 A 1000
CA 0783 A   CA 0785 A   CA 0784 A 1100
CA 0786 A   CA 0788 A   CA 0787 A 1150

Product Code Width (mm)
H.D M.D L.D
CA 0609 A   CA 0611 A  CA 0610 A 100
CA 0618 A   CA 0620 A   CA 0619 A 150
CA 0621 A   CA 0623 A   CA 0622 A 200
CA 0624 A   CA 0626 A   CA 0625 A 250
CA 0627 A   CA 0629 A  CA 0628 A 300
CA 0630 A   CA 0632 A   CA 0631 A 400
CA 0633 A   CA 0635 A   CA 0634 A 500
CA 0636 A   CA 0638 A   CA 0637 A 600
CA 0639 A   CA 0641 A   CA 0640 A 700
CA 0642 A   CA 0644 A   CA 0643 A 800
CA 0645 A   CA 0647 A   CA 0646 A 900
CA 0606 A   CA 0608 A   CA 0607 A 1000
CA 0612 A   CA 0614 A   CA 0613 A 1100
CA 0615 A   CA 0617 A   CA 0616 A 1150

Product Code Width (mm)
H.D M.D L.D
CA 0567 A   CA 0569 A   CA 0568 A 100
CA 0576 A   CA 0578 A   CA 0577 A 150
CA 0579 A   CA 0581 A   CA 0580 A 200
CA 0582 A   CA 0584 A   CA 0583 A 250
CA 0585 A   CA 0587 A   CA 0586 A 300
CA 0588 A   CA 0590 A   CA 0589 A 400
CA 0591 A   CA 0593 A   CA 0592 A 500
CA 0594 A   CA 0596 A   CA 0595 A 600
CA 0597 A   CA 0599 A   CA 0598 A 700
CA 0600 A   CA 0602 A   CA 0601 A 800
CA 0603 A   CA 0605 A   CA 0604 A 900
CA 0564 A   CA 0566 A   CA 0565 A 1000
CA 0570 A   CA 0572 A   CA 0571 A 1100
CA 0573 A   CA 0575 A   CA 0574 A 1500

Product Code Width (mm)
H.D M.D L.D
CA 0693 A   CA 0695 A   CA 0694 A 100
CA 0702 A   CA 0704 A   CA 0703 A 150
CA 0705 A   CA 0707 A   CA 0706 A 200
CA 0708 A   CA 0710 A   CA 0709 A 250
CA 0711 A   CA 0713 A   CA 0712 A 300
CA 0714 A   CA 0716 A   CA 0715 A 400
CA 0717 A   CA 0719 A   CA 0718 A 500
CA 0720 A   CA 0722 A   CA 0721 A 600
CA 0723 A   CA 0725 A   CA 0724 A 700
CA 0726 A   CA 0728 A   CA 0727 A 800
CA 0729 A   CA 0731 A   CA 0730 A 900
CA 0690 A   CA 0692 A   CA 0691 A 1000
CA 0696 A   CA 0698 A   CA 0697 A 1100
CA 0699 A   CA 0701 A   CA 0700 A 1150

Product Code Width (mm)
H.D M.D L.D
CA 0735 A   CA 0737 A   CA 0736 A 100
CA 0747 A   CA 0749 A   CA 0748 A 150
CA 0750 A   CA 0752 A   CA 0751 A 200
CA 0753 A   CA 0755 A   CA 0754 A 250
CA 0756 A   CA 0758 A   CA 0757 A   300
CA 0759 A   CA 0761 A   CA 0760 A 400
CA 0762 A   CA 0764 A   CA 0763 A 500
CA 0765 A   CA 0767 A   CA 0766 A 600
CA 0768 A   CA 0770 A   CA 0769 A 700
CA 0771 A   CA 0773 A   CA 0772 A 800
CA 0774 A   CA 0776 A   CA 0775 A 900
CA 0732 A   CA 0734 A   CA 0733 A 1000
CA 0741 A   CA 0743 A   CA 0742 A 1100
CA 0744 A   CA 0746 A   CA 0745 A 1150

Product Code Width (mm)
H.D M.D L.D
CA 0651 A   CA 0653 A   CA 0652 A 100
CA 0660 A   CA 0662 A   CA 0661 A 150
CA 0663 A  CA 0665 A   CA 0664 A 200
CA 0666 A   CA 0668 A   CA 0667 A 250
CA 0669 A   CA 0671 A   CA 0670 A 300
CA 0672 A   CA 0674 A   CA 0673 A 400
CA 0675 A   CA 0677 A   CA 0676 A 500
CA 0678 A   CA 0680 A   CA 0679 A 600
CA 0681 A   CA 0683 A   CA 0682 A 700
CA 0684 A   CA 0686 A   CA 0685 A 800
CA 0687 A   CA 0689 A   CA 0688 A 900
CA 0690 A  CA 0692 A   CA 0691 A 1000
CA 0693 A   CA 0695 A   CA 0694 A 1100
CA 0697 A   CA 0699 A   CA 0698 A 1150
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Channels & Fittings

Channels and Fittings

Channels

Channels are cold formed on rolling mills from low carbon steel strips. In
turned lips give the provision of attachments which are required during
installation to provide essential gripping power. Steel channels are strong,
easy to erect general purpose structural products. Material used is plain
steel 12Ga (2.6) & 14Ga (1.9) ASTM A570 Grade 33 and 16Ga (1.5) ASTM
A611 Grade C. It is pre-galvanized. Hot dip galvanized after fabrication
powder coated 

The standard length is 10’ (3.05mts) with length tolerance of +/- 3.2mm.

Other lengths are available on request.

Product Code Channel Height Channel Width Thickness Wt.
(mm) (mm) (Ga) (kg/m)

CH 0010 A 82.0 41.0 12 4.54
CH 0009 A 61.5 41.0 12 3.67
CH 0008 A 41.0 41.0 12 2.83
CH 0007 A 41.0 41.0 14 2.08
CH 0006 A 25.0 41.0 12 2.14
CH 0005 A 20.6 41.0 12 1.89
CH 0004 A 20.6 41.0 14 1.44

Note: Use Suffix ‘S’ for slotted channels.
‘G’ for Galvanised
‘PG’ for Pre Galvanised
‘PC’ for Powder Coated

Channel Nuts

Size Nut  Spring Spring Stud Nut Stud Stud
mm without Nut Nut without Nut Nut

Spring Large Short Spring Large Short
6 CH 0020 A CH 0024 A CH 0028 A CH 0177 A CH 0169 A CH 0173 A
8 CH 0021A CH 0025 A CH 0029 A CH 0178 A CH 0170 A CH 0174 A
10 CH 0018 A CH 0022 A CH 0026 A CH 0179 A CH 0171 A CH 0175 A
12 CH 0019 A CH 0023 A CH 0027 A CH 0180 A CH 0172 A CH 0176 A
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Channel Straps

Channel Straps

For Thinwall (EMT), I.M.C., Rigid Conduit or Pipe

Thinwall Conduit (EMT) Clamp

Code. Conduit Size Material Thickness Design Load 
gauge / (mm) (lbs) 

CH 0156 A 3/8” 16Ga (1.5) 400
CH 0157 A 1/2" 16Ga (1.5) 400
CH 0158 A 3/4" 16Ga (1.5) 400
CH 0159 A 1” 14Ga (1.9) 600
CH 0160 A 1-1/4” 14Ga (1.9) 600
CH 0161 A 1-1/2” 12Ga (2.6) 800
CH 0162 A 2” 12Ga (2.6) 800

Rigid Conduit or Pipe Clamps

Code Conduit Size Material Thickness Design Load 
gauge / (mm) (lbs)

CH 0055 A 3/8” 16Ga (1.5) 400
CH 0039 A 1/2" 16Ga (1.5) 400
CH 0044 A 3/4" 14Ga (1.9) 600
CH 0038 A 1” 14Ga (1.9) 600
CH 0041 A 1-1/4” 14Ga (1.9) 600
CH 0040 A 1-1/2” 12Ga (2.6) 800
CH 0042 A 2” 12Ga (2.6) 800
CH 0037 A 2-1/2” 12Ga (2.6) 800
CH 0043 A 3” 12Ga (2.6) 800
CH 0045 A 3-1/2” 11Ga (3.0) 1000
CH 0046 A 4” 11Ga (3.0) 1000
CH 0059 A 4-1/2” 11Ga (3.0) 1000
CH 0060 A 5” 11Ga (3.0) 1000
CH 0047 A 6” 11Ga (3.0) 1000
CH 0062 A 7” 11Ga (3.0) 1000
CH 0063 A 8” 11Ga (3.0) 1000
CH 0064 A 9” 10Ga (3.5) 1000

Standard Finish: Zinc Plated / Nickel Plated

Note:-
1. Add Suffix – HG for Hot Dip Galvanized

- EG for Electro Galvanized
- PG Pre Galvanized
- P for PVC coated
- V for Vibra cushion

2. The Clamp is supplied in two halves, complete with square 
nut and slotted hexagonal head machine screw.



Cable Clamps

Cable Clamps

Cable clamps are made of high quality galvanized mild steel sheet. It has an adjustable PVC saddle
which tightens the cable against any channel or flat surface. Following types of cable clamps are
manufactured.
Any other size and shape can be made on request.

Cable Clamp N-Type
Usually used with German Channel

Cable Clamp F-Type

Mainly used with flat bar or angles

Code For One Cable Cable Diameter (mm)
CL 0030 A 8-12
CL 0031 A 12-16
CL 0019 A 16-22
CL 0022 A 22-28
CL 0013 A 28-34
CL 0025 A 34-40
CL 0028 A 40-46
CL 0016 A 46-52
CL 0032 A 52-58
CL 0033 A 58-64
CL 0034 A 64-70
CL 0035 A 70-76
CL 0036 A 76-82
CL 0037 A 82-90
CL 0038 A 90-100

Code For One Cable Cable Diameter (mm)
CL 0039 A 8-12
CL 0040 A 12-16
CL 0018 A 16-22
CL 0021 A 22-28
CL 0012 A 28-34
CL 0024 A 34-40
CL 0027 A 40-46
CL 0015 A 46-52
CL 0041 A 52-58
CL 0042 A 58-64
CL 0043 A 64-70
CL 0044 A 70-76
CL 0045 A 76-82
CL 0046 A 82-90
CL 0047 A 90-100
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Cable Clamps & Glands

Cable Clamp U-Type

Used with all kinds of channels.

Code For One Cable Cable Diameter (mm)
CL 0048 A 8-12
CL 0049 A 12-16
CL 0020 A 16-22
CL 0023 A 22-28
CL 0014 A 28-34
CL 0026 A 34-40
CL 0029 A 40-46
CL 0017 A 46-52
CL 0050 A 52-58
CL 0051 A 58-64
CL 0052 A 64-70
CL 0053 A 70-76
CL 0054 A 76-82
CL 0055 A 82-90
CL 0056 A 90-100

Cable Glands and Connectors

Cable Glands
Elfit Cable Glands are made of high quality brass
castings and rods and are available in standard brass
color. On special request Tin/Nickel/Chrome plated
cable glands can be manufactured.
Any other sizes can be made on request.

A1/A2 Cable Glands

These glands are made of brass and are used with all
types of unarmored cables. They can also be used on
plastic or rubber sheathed cables for indoor and
outdoor installations.
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Cable Glands

CW Cable Glands

CW Brass glands are most suitable for outdoor installation
of Steel Wire Armoured (SWA), Plastic and Rubber
sheathed cables. Knurled armour/lock produces a low
resistance earth clamp. Available in 2 part armour / earth
lock.

Code Gland Size Entry Thread Cable Range Earth Tag Ref. Shroud Ref.
(mm) (mm) Max. – Min.

Dia (mm)  Min Length (mm)
CA 0087 A 20/16 20 15 8.6-3.5 ET20 SA 16
C A 0088 A 20S 20 10 11.5-8.0 ET20 SA 20S
CA 0086 A 20 20 10 13.5-11.0 ET20 SA 20
CA 0089 A 25 25 10 19.5-13.0 ET25 SA 25
CA 0090 A 32 32 10 25.5-19.0 ET32 SA 32
CA 0091 A 40 40 15 32.0-25.0 ET40 SA 40
CA 0093 A 50S 50 15 37.0-31.5 ET50 SA 50S
CA 0092 A 50 50 15 43.0-36.5 ET50 SA 50
CA 0095 A 63S 63 15 50.0-42.5 ET63 SA 63S
CA 0094 A 63 63 15 55.0-48.5 ET63 SA 63
CA 0097 A 75S 75 15 61.0-54.5 ET75 SA 75S
CA 0096 A 75 75 15 67.0-60.5 ET75 SA 75
CA 0098 A 90 90 15 79.0-60.0 ET90 SA 90

Code Gland Size Entry Thread Cable Inner Cable Outer
(mm) (mm) sheath (mm) Sheath (mm) Earth Tag Shroud

Max. – Min. Max. - Min Reference Reference
Dia  Length  

CA 0112 A 20/16 20 15 8.6-3.5 13.2-8.4 ET20 SA 16
CA 0113 A 20S 20 10 11.5-8.0 15.8-12.9 ET20 SA 20S
CA 0111 A 20 20 10 13.5-11.0 20.8-15.5 ET20 SA 20
CA 0114 A 25 25 10 19.5-13.0 27.2-20.3 ET25 SA 25
CA 0115 A 32 32 10 25.5-19.0 33.5-26.7 ET32 SA 32
CA 0116 A 40 40 15 32.0-25.0 39.9-33.0 ET40 SA 40
CA 0118 A 50S 50 15 37.0-31.5 46.3-39.4 ET50 SA 50S
CA 0117 A 50 50 15 43.0-36.5 52.6-45.7 ET50 SA 50
CA 0120 A 63S 63 15 50.0-42.5 58.9-52.1 ET63 SA 63S
CA 0119 A 63 63 15 55.0-48.5 65.3-58.4 ET63 SA 63
CA 0122 A 75S 75 15 61.0-54.5 71.6-64.8 ET75 SA 75S
CA 0121 A 75 75 15 67.0-60.5 78.0-71.1 ET75 SA 75
CA 0123 A 90 90 15 79.0-60.0 90.0-65.0 ET90 SA 90
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Cable Glands & Accessories
BW-Light Duty Cable Glands

BW Brass glands are most suitable for all types of Steel Wire Armoured
(SWA) cables where no seal is required on cables – inner or outer
sheathing.
Knurled armour lock produces a low resistance earth clamp. Available
in two parts (without lock-ring) and three parts (with lock ring)

Gland Accessories

Locknuts

The brass locknuts are used for fastening glands to gland plate. These
are available in entry threads ranging from 16mm to 
100mm size. Also available in galvanized steel and aluminium.

Shrouds

The shrouds are made of PVC and provide additional protection to the
gland terminations.

Code Gland Size Entry Thread Cable Inner Cable Outer
(mm) (mm) sheath (mm) Sheath  (mm) Earth Tag Shroud

Max. – Min. Max. - Min Reference Reference
Dia  Length 

CA 0100 A 20S 20 10 11.6-8.0 15.8-12.9 ET20 SB 20S
CA 0099 A 20L 20 10 13.9-11.0 20.8-15.5 ET20 SB 20
CA 0101 A 25 25 10 19.9-13.0 27.2-20.3 ET25 SB 25
CA 0102 A 32 32 10 26.2-19.0 33.5-26.7 ET32 SB 32
CA 0103 A 40 40 15 32.1-25.0 39.9-33.0 ET40 SB 40
CA 0105 A 50S 50 15 38.1-31.5 46.3-39.4 ET50 SB 50S
CA 0104 A 50 50 15 44.0-36.5 52.6-45.7 ET50 SB 50
CA 0107 A 63S 63 15 50.0-42.5 58.9-52.1 ET63 SB 63S
CA 0106 A 63 63 15 55.9-48.5 65.3-58.4 ET63 SB 63
CA 0109 A 75S 75 15 61.9-54.5 71.6-64.8 ET75 SB 75S
CA 0108 A 75L 75 15 67.9-60.5 78.0-71.1 ET75 SB 75
CA 0110 A 90 90 15 69.9-66.0 90.0-65.0 ET90 SB 90

Earth Tags

The Earth Tags provide full earth continuity between the electrical
equipment and the gland. They are available in various sizes from
16mm to 100mm.
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Cable Lugs

Straight Cable Lugs

Cable lugs are used for cable terminations and are available with or
without inspection hole.
Material: The cable lugs are made of high conductivity seamless copper
tube conforming to BS 2874-C101 ASTM B 152-C 11000.

Finish: Tin PlatedProduct Code       Conductor Section (mm2) Bolt Diameter Dimensions  (mm)
D1 D2 D3l a b

LU 0007 A M5 5.5 22 12
LU 0008 A M6 6.5 22 12
LU 0009 A 10 M8 4.5 8.5 7 25 10 15
LU 0005 A M10 10.5 27 17
LU 0006 A M12 13 29 19
LU 0031 A M5 5.5 26 12
LU 0032 A M6 6.5 27 12
LU 0033 A 16 M8 5.5 8.5 8.5 29 13 15
LU 0034 A M10 10.5 31 17
LU 0035 A M12 13 33 19
LU 0036 A M6 6.5 30 14
LU 0037 A M8 8.5 32 16
LU 0038 A 25 M10 7 10.5 10 34 15 18
LU 0039 A M12 13 35 19
LU 0040 A M14 15 38 21
LU 0041 A M6 6.5 32 17
LU 0042 A M8 8.5 34 17
LU 0043 A 35 M10 8.5 10.5 12 37 17 19
LU 0044 A M12 13 38 21
LU 0045 A M14 15 40 21
LU 0046 A M16 17 42 26
LU 0047 A M6 6.5 37 20
LU 0048 A M8 8.5 37 20
LU 0049 A 50 M10 10 10.5 14 39 19 20
LU 0050 A M12 13 43 23
LU 0051 A M14 15 45 23
LU 0052 A M16 17 46 28
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Electrical Products

Split Bolt Connector – Line Taps

These are made from high strength corrosion resistant Bronze
alloy and are used for conductor connections.

‘C’ Crimp Connector

‘C’ Crimp Connectors are made from Electrolytic Copper and are
used in overhead line tapping, dead ending and earthing
applications.

Code Conductor Section Dimension
Main (mm2) Tap (mm2) B L

CC 0005 A   25 16-25 20 16
CC 0006 A   35 25-35 26 22
CC 0007 A   50 35 28 23
CC 0008 A   50 50 28 23

Code Conductor Bolt Dia
(mm2) (mm)

SP 0016 A 10 4.5
SP 0019 A 16 6
SP 0022 A 25 6.9
SP 0024 A 32 8.1
SP 0026 A 50 9.7
SP 0028 A 70 11.2
SP 0029 A 95 13.6
SP 0017 A 120 15
SP 0018 A 150 16.6
SP 0020 A 185 18.2
SP 0021 A 240 21.4
SP 0023 A 300 23.7
SP 0025 A 400 26.2
SP 0027 A 500 30.1
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Electrical Products

Multiple Point

Neutral Links

These are made of high conductivity Brass and available in Brass colour,
Tin plated and Nickel plated. 

Product Code NE 0002 A

Terminal Blocks

These are made of high conductivity Brass and available in Brass/Tin
plated color.

Product Code TE 0005 A

Earthing Blocks

These are made of Brass and are tin plated. These are available in sizes
of 4 ways and 8 ways.

Code Size
EA 0083 A 4 Ways
EA 0086 A 8 Ways

Earthing and Lightening Protection

Air Terminals and Fixings
Taper Pointed Rod

Code Material Rod Length Rod Dia Thread Dia
(mm) (mm) (mm)

TA 0084 A Copper 500 15 16
TA 0081 A Copper 1000 15 16
TA 0082 A Copper 2000 15 16
TA 0083 A Aluminium 500 15 16

Code Material Rod Dia (mm)
MU 0010 A Copper 15
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Earthing Products

Air Terminal Base

Ridge Saddle

Bonds and Clamps

Tower Earth Clamps

Flexible Copper Earth Bond

Code Conductor Channel Thickness 
Material Size (mm2) (mm)

Min  Max
TO 0028 A GM 16       70 10
TO 0030 A GM 70       120 10
TO 0289 A GM 25       50 10

Code Material Rod Dia Thread Tape Width
(mm) (mm) (mm)

AI 0002 A Copper/GM 15 16 25
AI 0001 A Aluminium 15 16 25

Code Material Rod Dia Thread Tape Width
(mm) (mm) (mm)

RI 0003 A Copper/GM 15 16 31

Code   Braid Dimensions (mm) Hole Size (mm) Hole Centers(mm)
FL 0052 A 25 x 3.5 10 200

Other lengths and widths on request
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Electrical Products

Square Tape Clamp

Hard Drawn Copper Bar

High Conductivity Copper Bars to BS1433/BS 2874 – C101 are available
in   the following sizes.

Any other size can be supplied on request.

Code Conductor Size  (mm)
CO 0089 A 25 x 3
CO 0090 A 25 x 6
CO 0091 A 25 x 10
CO 0092 A 38 x 3
CO 0093 A 38 x 6
CO 0094 A 38 x 10
CO 0095 A 50 x 3
CO 0096 A 50 x 6
CO 0097 A 50 x 10

Code Material Conductor Size (mm)
SQ 0012 A GM 25 x 3
SQ 0013 A GM 25 x 6
SQ 0014 A GM 50 x 6
SQ 0011 A Aluminium 25 x 3
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Electrical Products

Copper Tapes & Braids

High conductivity annealed copper Tapes to BS 1432-C101 and flexible copper Braids to BS 4109 – C101 are
available in tinned and copper color.

Clips & Clamps Fixing
One Hole Cable Clip
Code Conductor Material Conductor Dia (mm) 
ON 0001 A Copper 16
ON 0002 A Copper 25
ON 0003 A Copper 35
ON 0004 A Copper 50
ON 0005 A Copper 70
ON 0006 A Copper 90

Other sizes and types can be made on request.

Size (mm) Tape Braid
Tinned  Copper Tinned Copper

12.5 x 1.5 TI 0080 A CO 0128 A TI 0110 A CO 0098 A
12.5 x 3.0      TI 0081 A       CO 0129 A        TI 0111 A CO 0099 A
12.5 x 4.0 TI 0082 A CO 0130 A TI 0112 A CO 0100 A
12.5 x 5.0 TI 0083 A CO 0131 A TI 0113 A CO 0101 A
12.5 x 6.0 TI 0084 A CO 0132 A TI 0114 A CO 0102 A
20 x 1.5 TI 0085 A CO 0133 A TI 0115 A CO 0103 A
20 x 3.0 TI 0086 A CO 0134 A TI 0116 A CO 0104 A
20 x 4.0 TI 0087 A CO 0135 A TI 0117 A CO 0105 A
20 x 5.0 TI 0088 A CO 0136 A TI 0118 A CO 0106 A
20 x 6.0 TI 0089 A CO 0137 A TI 0119 A CO 0107 A
25 x 1.5 TI 0090 A CO 0138 A TI 0120 A CO 0108 A
25 x 3.0 TI 0091 A CO 0139 A TI 0121 A CO 0109 A
25 x 4.0 TI 0092 A CO 0140 A TI 0122 A CO 0110 A
25 x 5.0 TI 0093 A CO 0141 A TI 0123 A CO 0111 A
25 x 6.0 TI 0094 A CO 0142 A TI 0124 A CO 0112 A
31 x 1.5 TI 0095 A CO 0143 A TI 0125 A CO 0113 A
31 x 3.0 TI 0096 A CO 0144 A TI 0126 A CO 0114 A
31 x 4.0 TI 0097 A CO 0145 A TI 0127 A CO 0115 A
31 x 5.0 TI 0098 A CO 0146 A TI 0128 A CO 0116 A
31 x 6.0 TI 0099 A CO 0147 A TI 0129 A CO 0117 A
38 x 1.5 TI 0100 A CO 0148 A TI 0130 A CO 0118 A
38 x 3.0 TI 0101 A CO 0149 A TI 0131 A CO 0119 A
38 x 4.0 TI 0102 A CO 0150 A TI 0132 A CO 0120 A
38 x 5.0 TI 0103 A CO 0151 A TI 0133 A CO 0121 A
38 x 6.0 TI 0104 A CO 0152 A TI 0134 A CO 0122 A
50 x 1.5 TI 0105 A CO 0153 A TI 0135 A CO 0123 A
50 x 3.0 TI 0106 A CO 0154 A TI 0136 A CO 0124 A
50 x 4.0 TI 0107 A CO 0155 A TI 0137 A CO 0125 A
50 x 5.0 TI 0108 A CO 0156 A TI 0138 A CO 0126 A
50 x 6.0 TI 0109 A CO 0157 A TI 0139 A CO 0127 A

Copper Tape

Copper Braid
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Electrical Products

Cable Saddle

Tape Clip

DC Tape Clip

Tape Clip is used for supporting flat tape to any structure

Code Material       Conductor Dia (mm)
SA 0001 A GM 16
SA 0002 A GM 25
SA 0003 A GM 35
SA 0004 A GM 50
SA 0005 A GM 70
SA 0006 A GM 90

Code Material    Tape Size  (mm)   Fixing Centers (mm)
TA 0006 A GM 20 x 3 41.5
TA 0007 A GM 25 x 3 47
TA 0004 A Aluminium 20 x 3 41.5
TA 0005 A Aluminium 25 x 3 47

Code Clip Material Tape Dia (mm)
DC 0010 A GM 20 x 3
DC 0011 A GM 25 x 3
DC 0012 A GM 25 x 4
DC 0013 A GM 25 x 6
DC 0014 A GM 31 x 3
DC 0015 A GM 38 x 3
DC 0016 A GM 38 x 5
DC 0017 A GM 38 x 6
DC 0018 A GM 50 x 3
DC 0019 A GM 50 x 4
DC 0020 A GM 50 x 6
DC 0006 A PVC Covered Copper 25 x 3
DC 0007 A PVC Covered Copper 25 x 6
DC 0008 A PVC Covered Copper 50 x 6
DC 0009 A Lead Covered Copper 25 x 3
DC 0001 A Aluminium 20 x 3
DC 0002 A Aluminium 25 x 3
DC 0003 A Aluminium 25 x 6
DC 0004 A Aluminium 50 x 6
DC 0005 A PVC Covered Aluminium 25 x 3
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Electrical Products

Earth Plates

Earth Plate – Solid Copper

Code Size (mm)
EA 0007 A 500 x 500 x 1.5
EA 0009 A 600 x 600 x 1.5
EA 0012 A 900 x 900 x 1.5
EA 0008 A 500 x 500 x 3
EA 0010 A 600 x 600 x 3
EA 0011 A 600 x 600 x 3

Earth Plate - Lattice Copper

Code Size (mm)
EA 0004 A 500 x 500 x 3
EA 0005 A 600 x 600 x 3
EA 0006 A 900 x 900 x 3

Earth Rod

Copper Rod

Code Rod Dia (mm) Rod Length (mm)
EA 0022 A 16 1200
EA 0023 A 16 1500
EA 0024 A 16 3000
EA 0025 A 20 1200
EA 0026 A 20 1500
EA 0027 A 20 3000

Copper Bonded Earth Rod

Code Rod Dia (mm) Rod Length (mm)
EA 0032 A 16 1200
EA 0033 A 16 1500
EA 0034 A 16 2400
EA 0035 A 16 3000
EA 0036 A 20 1200
EA 0037 A 20 1500
EA 0038 A 20 2400
EA 0039 A 20 3000
EA 0040 A 20 3600

Note : Other sizes on request

Note : Other sizes on request

Note : Other sizes on request

Note : Other sizes on request
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Electrical Products

Accessories

Code Part Size (mm)
DR 0005 A Driving Stud 16
DR 0006 A Driving Stud 20
CO 0167 A Coupling Dowel 16
CO 0168 A Coupling Dowel 20
SP 0007 A Spike 16
SP 0008 A Spike 20

Earth Rod Clamps

Elfit earth rod clamps are made of high strength copper alloy
and provide excellent and durable connection between earth
rod and conductor/tape. Various types of earth rod clamps are
manufactured. Some of them are as follows.

Rod to Tape Clamp

Code Rod Dia   Max Conductor Size 
Inch (mm) (mm)

CL 0081 A 1/2 12.5 26 x 12
CL 0082 A 5/8 16 26 x 12
CL 0083 A 3/4 20 26 x 12
CL 0084 A 5/8 16 40 x 12
CL 0085 A 5/8 16 51 x 8
CL 0086 A 3/4 20 51 x 12
CL 0087 A 1/2 12.5 26 x 20
CL 0088 A 5/8 16 26 x 18
CL 0089 A 3/4 20 26 x 10
CL 0090 A 1 25 26 x 10

Rod to Conductor Clamp

Code Rod Dia Conductor Range (mm2)
Inch/(mm)

CL 0076 A 3/8 9.5 6-35
CL 0077 A 1/2  12.5 16-50
CL 0078 A 5/8 16 16-70
CL 0079 A 3/4  20 16-95
CL 0080 A 1 25 70-120

* Suitable for use with 8mm solid circular copper conductor



Electrical Products

‘U’ Bolt Rod Clamp

Code               Rod Dia     Hole Centers (mm)
Inch (mm)

CL 0108 A 5/8 16 28
CL 0109 A 3/4 20 31
CL 0110 A 1 25 38

Rod to Cable Clamp (Type GUV)

Code Rod Dia Conductor
Inch (mm)

RO 0001 A 5/8 16 16-70
RO 0002 A 3/4 20 16-70
RO 0003 A 1 25 16-70
RO 0004 A 5/8 16 70-150
RO 0005 A 3/4 20 70-150
RO 0006 A 1 25 70-150

Rod to Cable Lug Clamp

Code Rod Dia Rod Type
Inch (mm)

RO 0018 A 5/8 16 Copper Bonded
RO 0019 A 5/8 16 Solid Copper
RO 0020 A 3/4 20 Copper Bonded
RO 0021 A 3/4 20 Solid Copper
RO 0022 A 1 25 Copper Bonded
RO 0023 A 1 25 Solid Copper

Test and Junction Clamps
Oblong Test and Junction Clamp

Code Conductor Material Tape Size (mm)
OB 0002 A Copper 26 x 8
OB 0001 A Aluminium 26 x 8
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Plate Type Test Clamp

Code Conductor Material Max. Tape Size (mm)
PL 0001 A Copper 26 x 12

Screw Down Test Clamp

Code Conductor Material  Max. Tape Size (mm)
SC 0001 A Copper 26 x 8

Disconnecting Links

Code Length Width Height
DI 0018 A 125 90 90

Six way Earth Bar with Single
Disconnecting Link

Code Length Width Height
SI 0004 A 575 90 96

Six way Earth Bar with Twin
Disconnecting Link

Code Length Width Height
SI 0005 A 650 90 96

Six way Earth Bar

Code Length Width Height
SI 0003 A 500 90 90

Accessories
Swan-Neck Link

Code Length Width Height
SW 0001 A 400 50 36

Plate type Test Clamp

Screwdown Test Clamp

Earth bars and disconnecting links
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